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(57) Abstract: The invention relates to an intemal combustion engine with an exhaust gas treatment system (38), for reducing toxic 
S materials in exhaust gases, comprising a storage tank (44), containing an active agent (43), a supply device (49), for supplying said 
^ active agent (43) and an injection device (42), for injection of the active agent into the exhaust gas. According to the invention, the 
exhaust gas treatment system (38) comprises a pressurised reservoir (50), supplied by the supply device (49), in which the active 
agent (43) may be stored under pressure and to which the injection device (42) is directly connected. 
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— mit intemationalem Recherchenbericht 



(57) Zusammenfassung: Eine Brennkraftmaschine umfasst ein Abgasnachbehandlungssystem (38) zur Verminderung von Schad- 
stoffen im Abgas. Dieses umfasst einen Vorratsbehalter (44) mit einer Wirksubstanz (43), eine Fordereinrichtung (49) zum FOrdem 
der Wirksubstanz (43), und eine Einspritzvorrichtung (42) zum Einspritzen der Wirksubstanz in das Abgas. Es wird voigeschlagen, 
dass das Abgasnachbehandlungssystem (38) einen Druckspeicher (50) umfasst, in den die Fordereinrichtung (49) fSrdert, in dem die 
Wirksubstanz (43) unter Druck speicherbar ist, und an den die Einspritzvorrichtung (42) direkt angeschlossen ist. 



